50.0°

TYPICAL SECTIONS

EX. R.O.W.

PROPOSED
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! 50.0°
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12.8" TO 16.6" i 14.1’ 70 17.9
|
1.01% TO 1.66% -0.15% TO 1.39%
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50.0”
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EXISTING BETHANY ROAD

STA. 14+80.0 TOR

OMIT
STA. 18+47.0 TO

SE/INE 17420.0
STA. 19+00.0

PROPOSED
¢

50.0°

EX. R.O.W.

VARIES

VARIES

12.2° 70 13.7 1

12.1” TO 13.3"

022/ 10 7.00%

.
e e T

e = I

EXISTING BETHANY ROAD

STA, 19+00.0

TO 21+80.0

LEGEND, EXISTING

()  EXISTING GROUND

EXISTING BIT. CONC. PAVEMENT (8.8"~10.8)

(©) EXISTING AGGREGATE BASE (UNKNOWN THICKNESS)
(©) EXISTING AGGREGATE SHOLLDER

EXISTING PAVEMENT NOTES

1. INFORMATION ON PAVEMENT AND BASE COURSE THICKNESS WAS TAKEN
FROM INFORMATION DOCUMENTED IN THE SUBSURFACE INVESTIGATION
REPORT PREPARED BY TESTING SERVICE CORPORATION DATED AUGUST
10, 2007. SEE ADDITIONAL NOTE BELOW.

2. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
VERIFY THE THICKNESS OF THE EXISTING PAVEMENTS TO BE
REMOVED AND THE EXTENT TO WHICH IT WAS REINFORCED. NO
ADDITIONAL COMPENSATION WILL BE ALLOWED BECAUSE OF
VARIATIONS FROM THE ASSUMED THICKNESS SHOWN ON THE
PLANS OR FOR VARIATIONS IN THE AMOUNT OF REINFORCEMENT.
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